Sunmi Cloud Printer Utility Tools
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Connect Disconnect = Reload Preferences

Device Information Ethernet 4G Wi-Fi Serial Print Settings
Model:
SN:
HW Version:
Bootloader Version:
FW Version:
SUNMI APP Version:
Partner APP Version:
MiniAPP Version:
Font Version:
TTS Version:
Bluetooth MAC Address:

Bluetooth Device Name:

Not Connected
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Model SN

1 NT312 N404D05S00001 USB

Connection Type

Scan

Connect Cancel
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. SUNMI Cloud Printer Utility v1.1

Connect Disconnect
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Reload

Device Information Ethernet 4G Wi-Fi Serial

Model:

SN:

HW Version:
Bootloader Version:
FW Version:

SUNMI APP Version:
Partner APP Version:
MiniAPP Version:
Font Version:

TTS Version:
Bluetooth MAC Address:

Bluetooth Device Name:

Connected (USB)
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Preferences

Print Settings
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Preferences

Connect Disconnect Reload
Device Information Ethernet 4G Wi-Fi Serial Print Settings
MAC Address: 0C:25:76:93:C7:69
IP Address (DHCP): 0.0.0.0
MNetmask (DHCP): 0.0.0.0

IP Address (Static): 0.0.0.0 |

Netmask (Static): |0.0.0.0 |

Print Test Page Save

Connected (USB)
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Connect Disconnect Reload Preferences

Device Information Ethernet 4G Wi-Fi Serial Print Settings

MAC Address: 0C:25:76:93:CT:6A
IP Address (DHCP): 0.0.0.0

MNetmask (DHCP): 0.0.0.0

IP Address (Static): 0.0.0.0 |

Netmask (Static): |0.0.0.0 |

SSID: WELCOM

Configure SSID... Print Test Page Save

Connected (USB)
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T Configure Wi-Fi ? X

SSID: |

Password: ‘ |
OK Cancel
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Device Information Ethernet 4G Wi-Fi Serial Print Settings
Default Character Set
UTF-8 Mode: No ~
CJK: | Shift JIS ~
Code Page: (0) CP437: USA, Standard Europe
Print
Density: f 100 (2
Quality: i 0 2

Paper Layout

Paper Type: Receipt ~
Black Mark Location: |Side
Cut Position: 0.00 - mm above the top of black mark
Print Position: 10.00 - mm below the cut position

On Cover Closed

Feed mm and cut on cover closed

On Paper Not Taken

Stop Printing [ Voice Alert
Print Test Page| Black Mark Print Test

Connected (USB)

Save

)=
A E%é\

XA — By HIFRE

STVALTFHL R eH *

7

e-mail: welcom@e-welcom.com
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