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1. Intro

The purpose of this document is to describe how to develop application using the "Intent and |
ntent filter"

In the description of this document, Android Studio is used as the development tool, and the target
platform supports Android 10.
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2. Barcode reading of demo software

Enter the barcode Demo interface and click floating scan icon(only can show in case of “Float Button’
has opened)or gun trigger or side button to read the bar code, as shown below

422 & B @ 163% 42 & B @ B63%
Scan0Service v1.10.3 @
Q search apps
Settings Code
. 5 Rl
o, Atid e © Barcode CodelD  Count
Assistant  ATID RF. Calcula Calendar  Camera
eeBeld
Chrome Clock Contacts Drive Duo

@ a2 MG

Files FM Radio Gmail Google Keep N
2= - B
Maps Messag Phone Photos  Play Mo.

Play St Scan0S Settings  SIM To YouTube

YT Music CLEAR

The scan demo is provided setting menu that can changes the preferences of module. Refer the
figure of below.
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Scan0Service v1.10.3

Settings

Scanner switch
Scanner switch
Opened

Decoding preferences
Voice

Opened

Vibrate
Closed

lllumination
Opened

Aiming Pattern
Opened

Filter invisible char
Closed

Filter pre/suffix blank
Closed

Decode Time Limit(ms)
5000

You can also change the preferences of symbology in the code. If you select the symbol that you want

to set, demo will show the settings detailed.
424 & ®E @

All the preferences only can change with scan service demo.

Scan0Service v1.10.3

Scan Settings
UPC/EAN

Code 128

Code 39

Code 93

Code 11

Interleaved 2 of 5 (ITF)
Discrete 2 of 5 (DTF)
Codabar (NW - 7)

MSI

Chinese 2 of 5

Korean 3 of 5

423 B 8 @

ScanOService v1.10.3

Settings

append ending char
NONE

Scanning Preferences
Float Button

Closed

Stop scan on up
Closed

Continuous Scanning
Closed

Input Configuration
Broadcast

Key Configuration
For configuring scan key

{163%

o

@
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In order to ensure the correct reading rate and reading response time, please ensure the barcode
window of AT907 portable reader is 20-30cm from the target barcode. When the barcode is printed on
a smooth reflective object,
keep the barcode window and the target barcode at an angle of 15 to 30° before reading; Otherwise,

it may have a certain impact on the speed of reading.

Remarks:

Before using this function module, make sure that AT907 portable reader has installed this optional
function module; If it is not installed, you may contact the salesman of ATID for further support.
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3. User Instruction

There are two ways to enter the scan result

HID
Enter the scan data directly at the cursor (Set the Input Configuration into "Focus" in the
Scanning Service software)

Application
Obtain the data from the Application, it is called Integrated development (Set the Input
Configuration into "Broadcast Receive" in the Scanning Service software), for specific
receiving methods, please check the sample.

4. Development Instruction

If the Customer Application does not have to control the barcode scanner, only to obtain scan data,
then the following steps need to be followed:
1) Start the scan service, and set the “Input Configuration” as “Broadcast Receive”
2) Within the application, please refer to “HwScanTest” sample app, register broadcast in
order to receive scan data.

private receiver new

public void 5

If the Customer Application is required to control the bar-code scan service, please initiate the bar-
code scanning refer to below methods, alternatively, to utilize the “ScanUtil.java” which is included in
the HwScanTest. It is possible to initiate, to call, and to close the bar-code scan service. We provide 6
broadcast message that you can use to develop. You can make action with this 6 message. However,
please do not change the perimeter type and name):

We provide 6 broadcast message that you can use to develop

4.1 Initiate bar-code scan service :

private final ACTION_SCAN_INIT "com.rfid.SCAN_INIT";
new 5
ACTION_SCAN_INIT);

bl

4.2 Set the scan result output method to “BroadcastReceiver”

private final ACTION_SET_SCAN_MODE = "com.rfid.SET_SCAN_MODE";
new ;
ACTION SET SCAN MODE);
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"mode", ;
context 5

4.3 Set the bar-code scan time limit (default 5 seconds)

private final ACTION_SCAN_TIME "com.rfid.SCAN_TIME";
new g

// timeout is a String, Value:1000,2000,3000,4000,5000,6000,7000,8000,9000,10000
ACTION_SCAN_TIME);
"time", E

context 5

4.4 Call bar-code scan service

private final ACTION_SCAN "com.rfid.SCAN_CMD";
new 5
ACTION_SCAN);

context 5

4.5 Stop bar-code scan service

private final ACTION_STOP_SCAN "com.rfid.STOP_SCAN";
new 5
ACTION_STOP_SCAN);

context 5

4.6 Close bar-code scan service.

After close, it will not be possible to call the bar-code service again. If service is required, the App
will have to initiate the bar-code service again

private final ACTION_CLOSE_SCAN "com.rfid.CLOSE_SCAN";
new 5
ACTION_CLOSE_SCAN);

context 5
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