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USB Virtual COM Port Driver
Installation Guide
For Windows 2000

Important Notes

o Before attempting to uninstall a previously existing Virtual COM Port Driver,
please contact Code Corporation Technical Support for assistance regarding the
Uninstall Virtual Com Port Driver function, by calling 801-495-2200 or by emalil
to: support@codecorp.com

e These instructions support installation of the USB Virtual COM Port Driver on a
computer using Windows 2000 operating system only. Verify the operating
system on your personal computer (PC) now before performing installation.

¢ Installation of this USB Virtual COM Port driver must be completed before
connecting a bar code reader to your PC.

¢ Itis recommended you close all other applications currently running on your PC
before performing installation steps for the USB Virtual COM Port driver.

e To have your reader utilize the USB Virtual COM Port driver, you will need
firmware 3000 or greater. To update your firmware, please go to:
http://www.codecorp.com/downloads/firmware.htm or contact our support group
at support@codecorp.com

Install Virtual COM Port Driver
1. If the reader is currently cabled, disconnect the reader from the USB cable.

Note: Previously, you will have completed the zip file extraction process (Steps 2-4).

2. Download C002712__1006_VCPD_2000.zip file from
http://www.codecorp.com/downloads and save it to the desired path on your PC.

Double-click or Open the zipped file saved on your PC.
Extract the contents of the zipped file to the desired path on your PC.

5. Verify extraction was successfully completed by opening the path to where you
extracted the files. Ensure the following files are listed:
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Double-click on ‘setup.exe’ file.

Virtual COM Port Setup progress bar window will appear indicating the
installation process has been initiated and showing progress until completion:

¥irtual Com Port Setup

8. Once installation is successfully completed, the following message will appear:

¥irtual Com Port Setup

@ The wirtual com part device driver files were successfully installed on vour computer!

x|

9. Click ‘OK’

10. Connect reader (requires firmware version 3000 or greater) to your PC, using a

USB cable.

11. Scan ‘USB Virtual COM 1 Way Mode’ (M668_01) code below:

M668 01

USB Virtual COM 1 Way Mode

Note: You may receive a message dialog box to ‘Restart your computer’. It is not
necessary to restart your computer to utilize this driver, but you can do so if you

choose.

Recommendation: Now that you have successfully installed the Virtual COM Port
driver, either remove the installation CD from your CD drive, or delete the following

files from your PC.
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a. C002602_1006_VCPD_2000.zip file

b. The installation files extracted from zip file to local path on your PC
(reference Step 4).

View or Modify assigned Virtual COM Port Driver (optional)
Click the ‘Start’ button located on your Windows taskbar.

Select ‘Settings’
Select ‘Control Panel’
Scroll down and double-click on ‘System’

a M wnh e

At the System Properties window, select the ‘Hardware’ tab

System Propetrties llil

Generall Metwark |dentification I User F'ru:nfilesl .-’-'«dvancedl

— Hardware 'Wizard

The Hardware wizard helps pau install, uninstall, repair,
unplug, eject, and configure your hardware.

Hardware Wizard. ..

The Device Manager listz all the hardware devices installed
an your computer. Use the Device Manager to change the
properties af any device.

Diriver Sighing... Device Manager...

— Hardware Profiles

Hardware profiles provide a way for you to et up and store
different hardware configurations.

Hardware Prafiles... |

0k I Cancel | Lpply |

6. Under the ‘Device Manager’ section, Click ‘Device Manager...’
7. Scroll down to ‘Ports (COM & LPT)’, double-click on this selection or click on the

plus * 7 sign to expand the list of ports.
6/1/2006 1006_readme_Win2000 3of5

© 2006 Code Corporation. All Rights Reserved.
11814 South Election Rd., Suite 200, Draper, UT 84020 ¢ (801) 495-2200 o FAX (801) 495-2202



code

_.% Device Manager

| acion vew ||+ o | m@W (|2 @

=101x|

= l Woos22a7
ﬂg Batteries

D Computer

I [+]4D Disk drives

l @ pisplay adapters

2 1 DYD{CD-ROM drives

I % Floppy disk controllers

(-2 IDE ATAJATAPI cantrollers
g Infrared devices

- keyboards

I Mice and other pointing devices

20 Madems

---- Maonitors

- H& Metwark adapters

l B PCMCIA adapters
# Ports (iCOM &

: Communlcatlons Pt {COMLY

5 ECP Printer Part (LPT1)

I <E| Sound, wideo and game controllers
-l System devices
- ‘-_' Universal Serial Bus controllers

; F‘f 5B to Yirkoal COM Port (COMY) 4—m———

8. Listed is ‘USB to Virtual COM Port’, next to it you will see the (COM n) number it

has been assigned. Make note of this COM port number.

9. To change the port number assigned, right-click on ‘USB to Virtual COM Port’

and select ‘Properties’.

10. At the USB to Virtual COM Port Properties window, select the ‘Port Settings’ tab.

USB to ¥irtual CO™ Port {COM4) Properties

General Fort Settings IDrivet |

21|

Bitz per zecond: IEIBEIU

L

Diata bits: IS

L

Parity: INune

L

Stop bits: I'I

Flow control; INu:une

L Lo

Restore Defaultz |

0k

Cancel
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11. Click-on the ‘Advanced..’ button

12. Within the Advanced Settings for COMn window, located at the bottom is the
‘COM Port Number:’ field. Click on the drop down arrow located in this field and
select the COM port number you would like to assign.

Advanced Settings for COM4 21xl
—I¥ Use FIFD bulfers [requires 16550 compatible UART) oK I
Select lower settings to corect connection prablems.
Cancel |
Select higher settings for Faster peformance.
Defaults |
Feceive Buffer: Low [1] J High (141 [14)
. . . f
Transmit Buffer: Low [1] J High[16] [1E)
COM Port Murmber:  |COM4 [
[nnl¥ 1=

13. Click ‘OK’ to save changes.
2|

General  Part Settings | Driver I

Bits per second: Iﬁ
Data bits: lﬁ
Parity: lﬁ

Stop bits: lﬁ

Flow contral: lﬁ

Advanced... | EestoreDefauItsl

Cancel

14. Click ‘OK’ again

15. At the Device Manager window, scroll down to ‘Ports (COM & LPT)’ and verify
port ‘USB to Virtual COM Port’ lists the newly assigned COM number.
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